12"- 150 W D-Series Loudspeak
denéen M?ng/ 805 speaker

loudspeakers

General Characteristics Electrical Characterlstics 4an 80
Nominal Overall Dlameter 307 mm 12in Nominal Impedance 4 8 Q
Nominal Volce Coll Dlameter 50 mm 2in Rated Power 150 150 w
Magnet Welght 2069 7oz Sensitivity@1W,1m 989 998 dB
Overall Welght 2.4kg 5.29 lbs - .
Flux Density 136T ) JERSER” a&;gﬂ% ?ggg
Volce Coll Winding Depth 10 mm 0.39in @307.0 '
Magnetic Gap Depth 8mm 031in »
Thlele-Small Parameters 40 80
Volce Coll DC Resistance Re 31 51 Q
Resonance Frequency fs 62.5 61 Hz
Mechanlcal Q Factor Qus 33 2.95
Total Q Factor Qrs| 037 0.39 =
Mechanlcal Moving Mass Mus 348 309 g g
Mechanlcal Compliance Cms 186 221 pm/N
Force Factor BxL 1012 11.59 whb/m
Equlvalent Acoustic Volume Vas 63.8 753 It
Dlaphragm Area sp| 4909 4909 cm?
Volce Coll Inductance @ 1kHz Le 0.22 0.32 mH
Electrical Q Factor Qes 0.42 0.45

~ o
Constructive Characteristics | ¥
Magnet Neodymium T - T
Volce Coll Winding Copper . / &
Volce Coll Former Aluminum =} el
Cone Materlal Paper @
Surround Materlal Integrated Paper t] ] g
Dust Dome Materlal Mon-treated Cloth i T
Basket Material Pressed Sheet Steel ' [ . '

B @3152.00 -

Surround Treatment Yes

Frequency Response on |EC Baffle (DIN45575) @ 1W, 1m - Free Air Impedance
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Due to continuing product improvement, the Features and the design are subject to change without notice.
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